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Warnings, Cautions and Others/Mises en garde, précautions et indica-

tions diverses

RISK OF ELECTRIC SHOCK l
DO NOT OPEN °

CAUTION  “TO REDUCE THE RISK OF ELECTRIC
SHOCK DO NOT REMOVE COVER (OR BACK)
NO USER SERVICEABLE PARTS INSIDE

REFER SERVICING TO QUALIFIED SERVICE PERSONNEL”

The lightning flash with arrowhead symbol, within

shock to persons.

The exclamation point within an equilateral triangle
is intended to alert the user to the presence of
important operating and maintenance (servicing)
instructions in the literature accompanying the
appliance.

an equilateral triangle, is intended to alert the user
to the presence of uninsulated “dangerous voltage”
within the product’s enclosure that may be of
sufficient magnitude to constitute a risk of electric

CAUTION

To reduce the risk of electrical shocks, fire, etc.:

1. Do not remove screws, covers or cabinet.

2. Do not expose this appliance to rain or moisture.

AC power cord

The AC power cord of this unit has certain one-way direction
connections to prevent electric shock. Refer to the illustra-
tion for correct connection.

WARNING:

TO REDUCE THE RISK OF FIRE OR ELECTRIC
SHOCK, DO NOT EXPOSE THIS APPLI-
ANCE TO RAIN OR MOISTURE.

(For CANADA)

CAUTION

TO PREVENT ELECTRIC SHOCK, MATCH
WIDE BLADE OF PLUG TO WIDE SLOT, FULLY
INSERT.

(Pour le CANADA)

ATTENTION

POUR EVITER LES CHOCS ELECTRIQUES,
INTRODUIRE LA LAME LA PLUS LARGE DE LA
FICHE DANS LA BORNE CORRESPONDANTE
DE LA PRISE ET POUSSER JUSQU’AU FOND.




Thank you for purchasing this JVC product. Please read these instructions through carefully before starting operat®thtd gosuwill
derive the optimum performance and a long service life from your unit.
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Precautions

1. Safeguarding against electric shocks, fire hazards and damage

1) Avery low current will still flow even when the POWER button is set at STANDBY. To save power
and ensure safety when the unit is not going to be used for an extended period of time, disconnect the
power cords from the household AC outlet.

2) Do not handle the power cord with wet hands.

3) To unplug the power cord from the wall outlet, always take hold of the molded plug part and pull the
plug free rather than pulling the cord.

4) If the power cord is damaged or found to have a disconnected wire or a contact failure, consult your
dealer.

5) Do not bend the cord at a sharp angle, and do not pull or twist it.

6) Do not modify the power cord in any way.

7) Do not remove the screws in order to disassemble the unit, and do not touch any of the parts inside
the unit.

8) Do not insert metallic objects into the unit.

9) Unplug the power cord if there is a chance that lightning may strike.

10) If water should find its way inside the unit, unplug the power cord from the outlet, and consult your
dealer.

11) Do not install the unit in a poorly ventilated location.

2. Installation

1) Avoid placing the unit on or adjacent to an amplifier: this is to prevent the humming caused by the
unit's proximity to some types of amplifiers. Move the unit where it will not be affected by the
amplifier.

2) Avoid installing the unit where the ambient temperature will exceé@ 395°F) (namely, in direct
sunlight, near a heating appliance, etc.) or drop beld@ @1°F), where it it is very humid or
dusty, or where the unit will be subject to vibration.

3) The unit may not function properly if it is moved suddenly from a cold plat@ (82°F)) to a
warm place since condensation may form inside the unit. In such a case, leave the unit standing for
about 30 minutes, after which time it should function properly.

3. Cleaning the cabinet
Never use benzine or paint thinners to clean the cabinet as they may mar the unit’s surface finish.



- Features

e 3CD + MD combination deck
* CD-TEXT facility supported
e Simultaneous copying of CD-TEXT characters (track titles, etc.) onto MDs
* Input of CD disc titles and names of artists enabled

¢ Full complement of input/output facilities including optical digital,
LINE and MIC

e Sampling rate converter which supports 3 digital sources incorpo-
rated
e 32 kHz, 44.1 kHz and 48 kHz

e Mixing and recording of CD+LINE, CD+MIC or LINE+MIC recording
signals possible
» Choice of 3 analog recording signal sources (CD, LINE and MIC)

e 3CD + MD mixing programs

e CD synchro recording in 3 modes: single action, 1st track and
listening edit

e CD pitch control
e This enables the CD play speed to be adjusted up to 12% faster or slower than the normal play
speed.

¢ Timer functions
e Timer play and timer recording (DAILY or ONCE)

¢ Remote control whose buttons can be used to input titles provided
with unit
» Direct input of letters of alphabet possible



Do not turn on the power until all the

.
COHHGCtIOnS connections have been completed.

Analog Connections

Il Use the accessory pin cords to connect the unit’s LINE connectors with the MD connectors on the receiver, etc.

Recording signals

(line input) rmﬂ]]:]:@:)
\ e[}

Accessory pin cord

\ [
Playback Signgl\sﬂm]mD Con;gt)jTLlNK .

Amplifier, receiver etc.

COMPUBILINK-3
SYNBHRO

 wsrerunm Accessory connecting cord
(with black plugs)

2(SLAVEND)
PSLMVEND

[
XU-301BK MD-CD combination deck

GITAL |
lDPT\CAL

<«—— Accessory connecting cord

g o (with green plugs)
OPTICAL

]
=

COMPU_ LINK|
TEXT COMPU LINK SYNCHROY

<

_HM*:DJ @ | qusTER W MODE @ Power cord
® ® ® == |mr g o
(mu
® - VICTOR COMPANY OF JAPAN,LIMITED MADE IN JAPAN :]
MODE switch « Selecting the MODE switch position
« When connected with MD * When connected with TAPE
. 3 input/output terminals of the  input/output terminals of the
. Settlng of 1 (MASTER UN|T) and 2 (SLAVE UN|T) selector amplifier or receiver amplifier or receiver
:’ggeggor;geg'g?ﬂ's madel 1 (\ASTER UNIT) MODE MODE
Wh P2y i y d MD TD ﬁ rTl
Support for JVC'’s en connection Is maade —arc—
TEXT COMPU LINK | to areceiver only 2 (SLAVE UNIT)
When connection is made| S « For further details on the COMPU LINK function, see p&@e
to a receiver and CD playe=|2 (SLAVE UNIT)
« For further details on the TEXT COMPU LINK function, see p&de coypy Li-3
NOTE Optional connecting cord

Before selecting the COMPU LINK-3 mode (MD or TD) or TEXT ' Nis is connected for synchro recording.
COMPU LINK (master or slave) function, disconnect the powe

cord from the power outlet to turn off the power. The function will

be not be set if it is selected while the power is on. CD player, cassette deck or
Alternatively, when the COMPU LINK-3 mode (MD or TD) or other component made by JVC
TEXT COMPU LINK (master or slave) function is selected while

the power is on, disconnect the power cord and then re-conneqt it. I ] I I

Il Misconnections can be avoided by using the white plugs on the
accessory pin cords for the LEFT channel and the red plugs for the
RIGHT channel.

I Insert the plugs all the way in. Incomplete connections cause noise.

4



Digital Connections

Before proceeding, check whether the optical digital cable can be
connected.

Il Connect the stereo amplifier and source component to the DIGITAL * How to use the OPTICAL connectors for

(OPTICAL) connectors on the unit using the optical digital cable. the connections
Il One connecting cable is used to transmit the stereo signals (L/R) .
as the digital signals. 1 Remove the protective cap.

* When the connector is not going to be used, fit this
protective cap back in position.

D
CD player, etc. Son Eg
NS
Nl
Note f 2 Check that the end of the optical
* When the synchro record- 8 To OPTICAL connector (OUT) digital cable is not dirty, and insert
ing function is to be used, (=]

it securely.

e Optional optical digital cable

XU-301BK MD-CD combination deck

connect the CD player etc
and unit’s ground side
using the pin cord.

Input signarl

e J L e J
DIGITAL IN : : : )
OPTICAL r r } }
]| . c ‘ )
O~ = = =
C C > >
DIGITAL _ OUT
OPTICAL
( CL)‘NEO ( )
IN(REC)  OUT (PLAY )
TEXT COMPU LINK Cog";rl\lJC}ﬂ?Né N
(L) LEFT
@ 1 OMASTER UNIT) MODE @
® ® ® 2(5LAVE WD MD TD ©
5% T @ °
@ [m ®
® VICTOR COMPANY OF JAPAN , LIMITED MADE IN JAPAN —1

To OPTICAL OUT
connector =

Output signal

~<~—— Optional optical
digital cable

‘ To OPTICAL INPUT connector

Stereo amplifier with OPTICAL
connector

L1 I

Il Before purchasing an optical digital cable (optional), make sure that the cable in question can be
connected to the amplifier, etc.

Il Do not bend the optical digital cable.

Il Red light emitted from the OPTICAL OUT connector
When the power is turned on, the inside of the connector lights up red. This light is for sending the
digital signals. Although this light will not harm your eyes, keep the protective cap in place if the
connector is not going to be used.

5



Names of the Parts

CD Parts/Common Parts |

CD1, CD2, CD3 buttons, lamps and 4 buttons
(See pages 11, 12, 13)
These are used to listen to CDs. When4higutton is pressed,

— POWER button and STANDBY lamp (See page 11) the corresponding tray is opened or closed.
This sets the power to ON from the OFF (standby mode), or vice
versa. DISPLAY/CHARA button
See page 1
— TIMER/CLOCK button (See pages 45, 46) EDIT button — '(I'his bEtt(?n ch;)ges the contents of
This is used for setting the clock and programming the timef. ~ (See page 18) the display window and the
character input mode.
CD trays (trays 1, 2 and 3 from the bottom) CANCEL button TITLE button | PLAY MODE button
These are opened and CDs placed on them. (See page 18) (See page 18) (See pages 16, 23)
¢
|
N 1 T 55 & é
— sy lel==) ﬁ%ﬁm
=z EED, : El — Jog dial
1 23D _-__=_m_ = || =11 ml || o | ] ® (See pages
- 17, 45, 46)
] oo
[
—// ' 06
\L I
= | | =
Remote control sensor — p ~
This receives the signals emitted by
the remote control. Control bUtt.ons i ) SET button
Set the function to “CD” when using CDs or to (See pages 17, 45, 46)
“ ” H H ¢
CD PITCH CONTOROL buttons — D uihen Using an D, and then use the
and indicators (See page 14) . <> '
For forward search, reverse search (See
1st TRACK REC button ——— pagest5, 22) PHONES jack
and lamp (See page 30) - W (stop) : Headphones which have been
For stoppi lay (S 2, 2 urchased separately are
CD REC button and lamp (See page 29) . >?|r| S: apping play (See pagés, 20) Eonnected he?e. Y

LISTENING EDIT and SKIP buttons | {70 Starting/pausing play (See paded, 20))
(See page 31)

CD button and lamp (See page 15)

Display window CD number displays

“Paused” indicator  (See page 12) (See page 12) Track number displays Play time displays
S 1
“Playing” indicator ( ee page 2) (See page 12)
(See page 12) —

I
2IEXTSy) Disc MD SN MIX program
_‘.)..?) T orroVER GENRE MI1>< pn&)ffe;M 755 ™) mode display
TTEXTER | | o e e e o e e e e RN S=—j11) 12) 13) 14) 15
= Looanoanno 6 s 0dB Pgﬁgé:ﬂ K 7 E‘E‘E‘Z‘E‘ (See page 24)

I [
CD numbers and play status ;
displays play Level meter  Timer mode display Music calendar

This indicates the numbers of the
While a CD is playing, the display (See page 46)

; . A . . tracks. After a track is played, its
lights in sequence to indicate that th€itle mode display number is no longer indicated

disc is rotating. (See page2) (See page 17)
“TEXT” appears when CD text is Repeat play mode — — Random play mode
input. display (See page 16) display (See page 16)

Hl CD play mode display
 This display is cleared when no CD has been detected on the tray and “NO DISC” is displayed.

1TEXTS
This flashes if the CD pausc—tms @l e,
mode is established. ‘/J‘t

If this lights, it means that the CD
on this tray can be played.



DISPLAY/CHARA button
(See pages 17, 21, 29, 42)

MD recording control buttons and lamp (See page ~ 28) This button changes the contents of the display
« REC PAUSE: This is used to pause recording. window and the character input mode.

* REC START: This is used to start recording.

« REC STOP: This is used to stop recording. TITLE button (See page 41)

EDIT button (See page 35)—
A (eject) button (See page 21) —

DIGITAL INPUT lamps (See page 28)
These light according to the sampling frequenc

of the digital input signal. Jog dial

(See pages 23, 35)

MD opening —
JVe XU301 MD-CD COMBINATION DECKK
&) 3-CD = == == lJF =
N N =—=T——N oy b8

.
——
\L [
| 8
CANCEL button (See pages 33, 38)
MD button and lamp (See page 20)—
REC SOURCE SELECTORS and lamps
(See pages 28, 33) _ MIX BALANCE knob and lamp ——
* DIGITAL: Selects the device that is connected to the (See page 33)
OPTICAL IN jack as the recording source.
* CD: Selects CD1 through CD3 as the recordin .
source. ’ 9 MIQ jack .
«LINE:  Selects the device that is connected to the A microphone which has been purchased
LINE IN jack as the recording source. separately can be connected here.
* MIC: Selects the microphone input as the recording
source. REC LEVEL knob and lamp (See page 28) ——
(CD, LINE, and MIC input can be mixed.)
SET button (See page 35) =

Display window
Track number displays (See page 20)
“Playing” indicator (See page 20) — oo
— “Paused” indicator (See page 20)

) . Function
E—Slttleeergggg (il?p)alay —| diisplay Play time displays (See page 20)
o EED ImE
&= =
C= R i
DIGITAL input 2@ = 1-1 MD EDIT— (Wi procram) 1) 2] 3] 4] 5] ?/lsléselcp(;zleengg;
indicator —I_ C= _ e [ pivie 12 3|6 7] et A
2 WAL ©oR) == JON RANGOM ﬂlﬁlﬁlﬁ'? This indicates the numbers of
(See page 28) C=) onmnnss|s e | Aises 16) 17) 18) 19) 20 the tracks. After a track is
played, its number is no
Level meter longer indicated.

OVER indicator (See page 28) — Random play mode display ( See page 23)

This lights when the recording input signal — Repeat play mode display (See page 23)
1S too high. — Editing mode display (See page 35)
TOC indicator — '~ REC indicator (See page 28)

* TOC: Table of Contents
This corresponds to the table of contents of a book, etc.

The TOC contains the data on the positions where the tracks are recorded, the breaks between
the tracks, the track order (track numbers), etc.

7



Using the Remote Control

Installing the dry batteries

1 Slide open the cover. 2 Install the dry batteries 3 Slide the cover back
(Size “AAA”, RO3 or UM4 x 2). into position.

« Align the polarities with the
markings inside the battery
compartment of the remote
control, and install.

Remote control operations
The remote control has two sets of control panels: the regular control panel on the unit’s exterior, and the editinghebmthitipés
revealed when the exterior panel is opened out. The regular controls are used mainly for playing CDs and MDs and foi2spadidg
the editing controls are used mainly when editing and inputting titles.

[CICICXCICICXCICIOICXCIC)
@POOOOOOOOOO
@@@@@@,@@@@@@
[CICICXCICXOXCICKCICXCXC)
PPOPPOOPOOOOO
coococococococO0Ooe e
cooccoococoo0ooc oo
cococoocooo0O0Oe e
cooocoocococoOoC e @
cCcoococogeO o000

Editing control panel

When the regular controls are used When the editing controls are used
:: —— = E o= __ A@ B@ u S
2] joc=n o OE

: e | e % g //
—F ”
[ |
.  To input titles, the remote control
can be operated sideways. Refer
- 000000000000 to page1 O for the names of the
PPOOPPOOOOOO® buttons.
)
00000
00000
o oo
[e]
00000
000 = How to use the remote control correctly
g o g’ g » Point the remote control correctly at the remote control sensor on the main unit, and press the buttons.
oo e The remote control can be operated at a distance of up to 7 meters or so from the remote control
g 5 o g sensor. This distance will be less if the remote control is operated from a position which is not
—— directly in front or on the same level as the main unit.
oo

Il When the distance over which the remote control can be operated starts to drop, it means that the
batteries are nearing the end of their service life.
Replace both batteries (size “AAA”, R03 or UM4 alkaline batteries) with fresh units.

Il The dry batteries provided with the unit are for operational check purposes. Replace them with fresh
units at the earliest opportunity.



Il When installing the dry batteries, ensure that#hendo polarities are aligned correctly with the
markings.

Il Do not drop the remote control or subject it to strong impact.

H In order to ensure that the remote control does not fail to operate, avoid operation under the follo
conditions:
* When the remote control sensor is exposed to direct sunlight or other intense sources of light
* When objects in front of the remote control sensor block the transmission of signals from the

remote control

Names of the buttons (regular control panel)

Number buttons ( ©~@®@, @) (See pages 15, 20) —] — POWER button
These are used for CD or MD direct play operation.
They are also used for MD editing operations.

MIX PROGRAM @, ® and ®
buttons (See page 25) — CD1, CD2 and CD3 buttons
These are used to establish the MIX program
play mode.

NORMAL button —————————— ——REPEAT button (See pages 16, 23)
(See pages 16, 23, 25) O This is used to listen to a CD or MD repeatedly.

This releases the MIX program
play mode or random mode.

RANDOM button (See pages 16, 23)

I A A A ! This is used to play CD or MD tracks at random.
CD PITCH CONTROL buttons 0 ® 0 06 0,
(See page 14) ©.0.@.0 @
1 I— " 1
1st TRACK REC button m
e 1 © DISPLAY MODE button
! : , © (See page 21)
A T a— This changes what it is to be shown in the
LISTENING EDIT and SKIP buttons —| Q.0 @ C= display window.
= = = = GD=M[|DUBBING
1 Ls‘;l;"?s_S:(lPl\le IACK CD REC
0.0 ® C—= CD REC button
TOGNAC — " &b UNE — MC |
REC SOURCE selector buttons oy eolele) :
N 2@ TRACK MARKING mode selector
R ey button (AUTO/MANUAL)
REC PAUSE button MD RECORD
,C:). — _(‘;, (See page 32
Q O Q_©r
REC START button |—|« , »p| buttons
® (e ) ® (See pages 15, 22)
These are used to locate tracks on a CD or MD.
REC STOP bUtton RM-XU{| IIUJH¥EE C(INTROL
L MD button
» (play) button
This is used to start CD or MD play.
<« , »» buttons (See pages 15, 22) —— L m (stop) button
CD button

Buttons which are not described here function in the exactly same way as their counterparts on the main unit.



Names of the buttons (editing control panel)

Character input buttons (See page 43) — TITLE button
These enables characters to be input directly when
titles are to be given to a CD or MD.
EDIT button
. | S — il SET button
©O0OO0OO0OO0O0O0OO0O0O|0O EATER button
@ @ @ @ @ @ @ @ @ @ @ @ '(I'?]?seispt?s%?j:):(’e)merthe
©O© 000 @@ ©O 0 0|© O editing modes.
©O 00000 oOoboo
© 0 O0O0000000|00 .
JoXeXoXoXoXoXoXcXoXe! 5 84 W

~—]
SlT ENTER

® ®
cllj CA&EL

</t wmi/>1

OHLNOD 3LOW3H NLOENX-NY
JAr

Q.06 0.0

@

O

®

\®

@

©

S,

&)z

@ Y3MOd
—

Not used ——

Upper/lower-case letter selector button (See page  43)
» Upper-case letters are input when this button’s lamp is off.
» Lower-case letters are input when this button’s lamp is lighted.

< /la<|, w»»l/>buttons (See pages 25, 43)

* In the MIX program play mode: These buttons are used to select theprogram source and tracks.

* When titles are given: These buttons select the title input mode and track numbers, and
they also move the cursor while the characters are input.

CANCEL button

» (Play) button (page 26)

Buttons which are not described here function in the exactly same way as their counterparts on the main unit.
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Power ON/OFF Operations

Power ON/OFF operations

CD1, CD2, CD3 buttons POWER button
F—__\
CD1, CD2, CD3 buttons CD button

O 06 6006

| ® @ O]

) —

o] || == o O,
o o= CROMOMONe)
ot Z3cD o= ICHCNc | emm—]
[Rp—— 6‘ gonTroL 8 % Cm)cx&zc:
T I o b / / O 0O

g o Q SAMPLIVG RATE COWERTER .
T 7 O " O

T @ O ® 0

_© "
POWER button » /11 button MD button e

CD button  » button  MD button

* To turn on the power To turn on the power by pressing a function

button once
/'—amp goes out. When the power is off, it can be turned on and a function can be
W STANDBY selected simply by pressing one of the buttons shown in the figure
* The currently below.
selected function
POWER » (“CD” at the time of Function Operation
™\ purchase) appears in Main unit
[ the display window. —
‘ \ [='_CD3] If one of these buttons is pressed
e when a CD is on the corre-
Remote control | | =cp2 | “cD" sponding CD tray, continuous
— play starts from the CD tray
[ == CD1 ] which corresponds to the button
POWER which was pressed.
Remote control
cp1) (cp2) (cp3
N

¢ To turn off the power o

/ Lamp lights. “CD” The function is set to “CD.”
| Remote control
* The clock display

~
—/|:|:STANDBY
POWER appears in the e =
» display window. It D

@)

7\ flashes if the clock o ©
has not been set. “MD” The function is set to “MD.”
Remote control
| Remote control |
(The power canbe ¢ When the>/ll button (or the> button on the remote control) is
POWER turned OFF only by pressed, the power is turned on, and the selected function is estab-

the POWER button.) lished. Play will start when the CD has been placed on the tray or

the MD has been inserted in its slot.

Il When an MD is installed or one of the CD trays is opened, the power will be turned on but the
function is not selected. If th& (MD eject) button is pressed when an MD has been inserted in its
slot, the power is switched off after the MD has been ejected. 11



Operate by following the steps

LiStening tO CDS below in numerical order.

Continuous Play (playing CD1, CD2
and CD3 through once each)

\ i

Example: When playing starting with CD1

1 Open the CD tray (by pressing the CD1 A button).
e The power comes on, and the CD1 tray opens.

2 Place the CD in position and close the tray.

Place the CD with it
label side facing up.S\\i" N

==CD1

N

@
N

e Place an 8-cm CD in
the center cutout.

*  While referring to steps 1 and 2, press the @DButton and CD& button, and place CDs in
position on the CD2 and CD3 trays.
» While the tray concerned is being opened or closed or while the CD selection is being changed
internally, no operation will result even if tle button is pressed.
-==cD1

3 Press the CD1 button. = Play now starts.
* The function is set to “CD,” and CD1 play starts from track No.1.

e The numbers of the tracks which have been played are cleared from the music calendar.
Il When CD3 has been played through, operation stops automatically.

e When one or more CDs are already on the trays.
Press the CD1, CD2 or CD3 button corresponding to the CD concerned directly. Continuous play
starts with the CD corresponding to the number of the button pressed. If the button is pressed when
the power is turned off, continuous play starts when the power is next turned on.
* When play starts from CD2
The CDs are played in the sequence of GBZD3— CD1, after which play is automatically
stopped.
* When play starts from CD3
The CDs are played in the sequence of GBED1— CD2, after which play is automatically
stopped.
If one of the trays does not contain a CD, play skips to the CD in the next tray in the sequence.

12



Stopping CD play

Playing CDs using the »/ll button

CD
—:cpi—g -

« First set the When the above button is then pressed,
function to “CD.” play starts from the CD on the tray for
which “» " is displayed.

Stopping play at any time

« When the button on the left is pressed after the function has been set to “CD,” the track number
and play time appear on the display.
When all the tracks on a CD have been played through, play will stop automatically.

Stopping play temporarily

e If the button on the left is pressed when the function has been set to the “CD” mode, the play
status display ant indicator flash. When it is pressed again, play is resumed from the place
where it was stopped.

Concerning the CD numbers and play status display

The display shows for each CD tray whether or not a CD has been inserted as well as the play status
of the CD.

This is displayed when While a CD is playing, this lights in sequence,
CD text has been entereBN and it flashes in the pause mode. It goes off when
1 TEXT “NO DISC” is displayed to indicate that a disc has

not been inserted.

The CD on the CD tray for which
this has lighted is playing.

Precaution concerning volume setting

Unlike analog records, CDs have very low levels of noise. If you set the volume on the basis of the
level of the noise heard during the intro as you might with an analog record, an unexpectedly loud
sound may be delivered as a result. Before turning off the power, turn down the volume to prevent
this from happening.

If, in step 2, the CD1 button is pressed first while the CD tray is open, the CD tray will close, and play
will start from the first track on that CD.

B Storing CDs

* Always ensure that each CD is stored in its own case.

« Do not place CDs in direct sunlight, near a heating appliance or any other location which is
susceptible to high temperatures.

If cellophane tape, an adhesive sticker or some other form of glue is present on the label side, clean it

off before use.

Do not stick adhesive labels or write anything on a CD.

Do not bend CDs.

Do NOT insert shaped CDs, such as CDs in a heart, flower or other shape, because their shape does

not match the shape of the CD tray, and using them will give rise to malfunctioning.

13
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CD PITCH CONTROL

The CD PITCH CONTROL button® and® can be used to vary the CD playback speed by tfh286.
The CD play signals are output to any other device from DIGITAL OUT OPTICAL only when the play
speed is set to NORMAL.

Normally, NORMAL SPEED should be set.

CD Text

“CD Text” is a new function featured by music CDs which CDs available to date did not have: it displays
the album title, names of the tracks and artists, and other information.

This unit displays the CD Text data using alphanumerics. When material is digitally recorded onto an
MD, the CD Text data is recorded together.

* To view the CD text information
Press the DISPLAY/CHARA button (or the DISPLAY MODE button on the remote control) in the
stop or play mode.

DISPLAY = DISC TITLE (or TRACK TITLE)
ICHARA [
PERFORMER

2 2
Track number GeNRE
and play time 3
SONGWRITER

4
COMPOSER

4
ARRANGER

4
= MESSAGE

Remote control

DISPLAY MODE

* What is displayed changes each
time this button is pressed. Text
containing more than 13 characters
will be scrolled.

NOTICE

W “ MO [ISC” may be displayed as shown if the CD is dusty or scratched or if it has been placed
upside down on the tray. In a case like this, check whether the CD is upside down, and turn it over if
itis. Ifitis not, check whether the CD is dusty or scratched and clean or replace it if it is.

[l If there are no CDs inside the unit and ¥n#@ button or CD1, CD2 or CD3 button is pressed, the
“NO DISC” message will appear after the corresponding number of the CD.

Il “NO DATA” is displayed for any item in the CD text for which no data has been recorded.

Il When the REPEAT button of the remote control is pressed during continuous play, the continuous
play mode is released and the repeat play mode is established instead.
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Direct Play (starting play from a spe-
cific track)

CD play can be started from a specific track by pressing the corresponding number button(s) on the
remote control.

1 Press the CD button.

 Press the button correspond-
ing to the CD whose track is
to be heard.

2 Press the number button(s).
06 6006
® O ®

0

e To play a track from No.1 to No.10
Press the number butto@®¢@) corresponding to the track.

e To play track No.11 or above

First press the® button, and then press one of the number butt@n<d).
Example: Track No.15

Press® followed by® .

Example: Track No.20

Press@ followed by @ .

Example: Track No.25

Press@® twice followed by® .

The track number corresponding to the buttons pressed appears in the display window, and direct play
now starts.

¢ Another track can be selected even during play.
Press the number button(s) corresponding to the track which is to be heard. The display now changes
to indicate the corresponding track No., and play starts from the beginning of the track concerned.
» To select a track of a CD on another tray, select the CD tray and then perform the same operation.

Reverse Search and Forward Search

After pressing the O button.

» Reverse search or forward search is possible by holding down the corresponding button during play.
A garbled sound will be heard during reverse search or forward search. Release your finger when the
part to be heard is reached.

Remote control |
— e

f
ho_
’-
1
1

-
-

I
.

I

‘

1
1
'
Reverse search Forward search Reverse searclrorward search
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Skipping Tracks

» To skip to the previous or next track with this unit, turn the jog dial. With the remote control, tap the
»»| or <€ button once. When the operation is performed while the last track on the CD is playing,
play moves on to the next CD.

| Remote control |

AR\ e

To skip to the start To skip to the start To skip to the start To skip to the start of
of the current or of the next track of the current or  the next track
previous track previous track

Il Direct play cannot be initiated by pressing febutton alone: this button must be used with one of
the number buttons@~@®). Neither can direct play be initiated when “MIX PROGRAM1-3" or
“RANDOM” appears on the display. In this case, clear the display first.

Repeat Play (using the remote control)

REPEAT button » The repeat play mode can be selected by pressing the REPEAT button on the remote control when the
function is set to “CD.” Each time, the button is pressed, a different display appears in the display
window as shown below.

Displ .
REPEAT /|sp ayed
r REPEAT ALL : Repeat play of all the
Repeat play mode  § tracks on all the CDs.
is released. L
REPEAT 1 : Repeat play of 1 track

Play is repeated in the selected mode when the CD1, CD2 or CD3 bustobution (or the»/11 button
on the main unit) is pressed.

Random Play

RANDOM button ® The random play mode can be selected by pressing the RANDOM button on the remote control or the
PLAY MODE button on the main unit when the function is in the CD stop mode.

)
-6
PLAY MODE P1 NO PROGRAM
2 2
Normal display P2 NO PROGRAM : MIX program play mode
o (play mode is 4
i released) P3 NO PROGRAM
« Press this button in 3
the stop mode.

CD RANDOM : Random play mode

Remote control |

RANDOM

CD RANDOM

Normal display
(random mode is released) » (Press the NORMAL button to
return to the normal mode.)

 Press this button in
the stop mode.

Random play is started by pressing #i#@ button (or the> button on the remote control).

e To release the random play mode
Press the PLAY MODE button in the stop mode.
“RANDOM” is cleared from the display window, and the random play mode is released.
16 The NORMAL button on the remote control can also be used to release this mode.



Giving a title to a CD

The CD can be given a title as well as the name of the artist and
genre of music using up to 32 characters.

1 6 4 3 -1. 5 -1

JVeC XU:201 MD-CD COMBINATION DECK

o2
@) 3CD
o 1 LAY & EXCHANGE.

o [ I—T
Ee==,

] °© °© canc
O EEE -1

7

B

1 Select the CD which is to be given a title.
Example: CD1
e The title can be given while the CD is playing or when it has stopped.

2 Press the TITLE button.

TITLE Flashing

This appears when no title has been given.

* The disc title input mode is now established.

3 Use the jog dial to select the items and press the SET button.

i DISC TITLE : Disc name
# 2 |
) @ PERFORMER : Name of artist
2 |
GENRE . Genre of music

¢ Turn the dial counterclockwise
to go in the reverse direction

» If nothing has been entered when PERFORMER or GENRE has been selected, “NO DATA” is
displayed.
* When genre has been selected, operation advances to step 5 di@page

e To enter the title or name of the artist

4 Select the type of characters to be used for the title.

DISPLAY
/ICHARA

Upper-case letters /symbols

Lower-case letters /symbols

!}

) L Numbers
Each time this is pressed,

the character type changes.

For details, refer to the character layout table on gaje

17



5 Input the title (using up to 32 characters).

SET

) ->

Toreturnto a To advance to a
previous character later character
(@ Select the characters. @ Enter the selection.

Example : Disc title

o BT
.;2; i <ot T
2 ..> pisc TITLE S _.l‘_.l_l._l_l
= 1]
S 55533
=3 memnunson T R |

» If the wrong character has been input, clear it using the CANCEL button.

e The title of your choosing is input by repeating steps 4 and 5.

» To clear a particular character which has been input, use<hbutton to align the cursor with
the character, and press the CANCEL button. Then, select the correct character and press the SET
button. In this way, any of the characters can be corrected.

« To input a space, press i@ button during the input procedure. A space can be input either by
pressing the SPACE button on the remote control or by entering the_sfaasitioned between
Z and !) among the letters and symbols.

Il Titles for up to 200 CDs can be stored in the unit's memory. When one of these CDs is inserted, its
title will be displayed. Track titles and other CD text information is copied together during digital
recording.

Il To stop operation at any time
In the play mode, press tle(stop) button. In the stop mode, presspthi# button.

¢ When the title or name of the artist has been entered

6 Press the TITLE button.
» “EDITING” appears, and the data is stored in the memory IC.
* To enter the name of the artist, repeat the procedure starting from step 1.

TITLE

¢ Selecting and entering a genre (genres for up to 200 CDs can be
stored)

Continued from step 1 on page 17

5 Use the jog dial to select and enter the genre.

SET [ ADULT CONTEMPORARY
L ) I NO DATA ALTERNATIVE ROCK
(this appears before 1

the genre is entered .
'

4
SPOKEN WORD

!

WORLD MUSIC

(D Select the genre. @ Enter the selection. or canceled)

» Each time the jog dial is turned, one of the 27 genres can be selected. Genres contained 14 or
more letters are scrolled on the display® See list of genres on the next page)

JUS 6 Press the TITLE button.
» “EDITING” appears, and the genre is stored in the memory IC.

Il To cancel a genre which has been stored in the memory IC

Use the jog dial to select “NO DATA,” press the SET button and then press the TITLE button.
The genre is now canceled. A different genre can now be selected and stored.

18



List of Music Genres

Genre

ADULT CONTEMPORARY
ALTERNATIVE ROCK
CHILDRENS MUSIC
CLASSICAL
CONTEMPORARY CHRISTIAN
COUNTRY

DANCE

EASY LISTENING
EROTIC

FOLK

GOSPEL

HIP HOP

JAZZ

LATIN

MUSICAL

NEW AGE

OPERA

OPERETTA

POP MUSIC

RAP

REGGAE

ROCK MUSIC
RHYTHM EFFECTS
SOUND EFFECTS
SOUND TRACK
SPOKEN WORD
WORLD MUSIC

Disc Lock Function

To prevent children from taking out or inserting CDs
A Disc Lock function can be engaged to make it impossible for children to take CDs out or insert others.
M In the power standby mode, press C®button while holding dowm button.

“LOCKED” appears for 3 seconds, and it is no longer possible to take out or insert CDs.

¢ To release the Disc Lock function.
Repeat the same step.

\ ¢

“UNLOCKED” appears for 3 seconds, and the Disc Lock function is released.

19



= - Operate by following the steps
LIStenlng tO M DS below in numerical order.

Playing all tracks

Jve XUA301 MD-CD COMBINATION DECK

w3 i)
co 2
w1 Z3L

1 Place the MD in position.
* Place the MD with its label side facing up. When it is inserted in the direction shown by the
arrow, the power turns on and the MD is automatically drawn inside.

*  When “MD” is already set as the function, the track numbers and play time are displayed after the
“TOC READING” display.

e Thel” display appears to indicate that an MD has been inserted.

D
2 /v

A % 7/ g

Place the MD with its label side facing

up, and insert it in the direction of the
=>or= mark.

Lamp lights. yp 2 Set the function to “MD.”

The display changes to track No.1 after 3 seconds.

2o
BDe)

-
(e @B@sW 6 3 0B

Music calendar

3 Press the »/11 button. = Play now starts.
e MD play starts from track No.1.

* The numbers of the tracks which have been played are cleared from the music calendar.

Stopping MD play

¢ Stopping play at any time
* When the button on the left is pressed, the track number and play time appear on the display.
When all the tracks on an MD have been played through, play will stop automatically.

e Stopping play temporarily

* When the button on the left is pressHds displayed. When it is pressed again, play is resumed
from the place where it was stopped.

20



When the MD has been placed inside

MD
1,

—:O\- » ‘l >/l * When the button on the left is pressed,
' the power turns on, and play starts.

Lamp
lights.

e To eject the MD
Press the MDA button. “MD EJECT” appears in the display window, and the MD is ejected.
The{”_] display is cleared.
The MD can be ejected even when the power is off. In this case, as soon as the MD is ejected, the
power is automatically turned off.

Il Precaution concerning volume setting
Unlike analog records, MDs have very low levels of noise. If you set the volume on the basis of the
level of noise heard during the intro as you might with an analog record, an unexpectedly loud sound
may be delivered as a result. Before turning off the power, turn down the volume to prevent this from
happening.

[l If there is no MD inside the unit, “MD NO DISC” is displayed when the function is set to “MD” or
the» /Il button is pressed.

Changing the display in the display window

e Use the DISPLAY/CHARA button (or the DISPLAY MODE button on the remote control). Each
time it is pressed, the display changes as shown below.

Remote control

DISPLAY
/ICHARA DISPLAY MODE

e When it is pressed in the stop mode

Play time of track No.1
2 2

Play time of all the tracks

2 2
Remaining time (REMAIN) : “0:00” appears for a play-only MD.

Disc name : “NO TITLE” appears when the disc name of the MD has not
been recorded.

e When it is pressed during play

2 2
Track name : “NO TITLE” appears when the track name has not been
recorded.

[ Elapsed time of track being played

<Tips and Precautions>

¢ To ensure that the MD sound remains perfect
Each MD disc is housed inside a cartridge which protects it from dust and dirt and which ensures easy
handling. However, bear in mind the following precautions to ensure that its sound remains perfect.

Do not open the shutter!
The shutter is locked to prevent it from opening. Forcing it open will break the disc.

Y oL
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Keep MDs away from the following locations!
Do not place or keep MDs in any of the following locations.
» Any location exposed to direct sunlight, inside a car or wherever the temperature may increase to

a very high level
Such locations will warp the discs and render them unusable.
* A bathroom or other extremely humid location
The disc may rust.
* A beach, sandbox or other sandy location
Fine particles will enter through the gaps in the cartridge, dirtying or scratching the disc surface.

Clean at regular intervals!
If the cartridge becomes dusty or dirty, wipe away the dust or dirt using a soft, dry cloth.

Direct Play (starting play from a spe-
cific track)

MD play can be started from a specific track by pressing the corresponding number button(s) on the
remote control.

1 Set the function to “MD.” 2

(1) -
A \©

Lamp lights.

OO0 0606
GG ONONT)

2 Press the number button(s).

e To play a track from No.1 to No.10
Press the number butto®{-@) corresponding to the track.
e To play track No.11 or above
First press thé@ button, and then press one of the number butt@n<g).
Example: Track No.15
Pres€® followed by® .
Example: Track No.20
Press® followed by @ .
Example: Track No.25
Press@® twice followed by® .

The track number corresponding to the buttons pressed appears in the display window, and direct play
now starts.

¢ Another track can be selected even during play.
Press the number button(s) corresponding to the track which is to be heard. The display now changes
to indicate the corresponding track No., and play starts from the beginning of the track concerned.

Reverse Search and Forward Search

After pressing the O button.

» Reverse search or forward search is possible by holding down the corresponding button during play.
A garbled sound will be heard during reverse search or forward search. Release your finger when the
part to be heard is reached.

Remote control |
] @

\ \
{ A f ‘ {2\
- =4 ! \
I 1 1 :
1 ]

Reverse search Forward search Reverse searchForward search




REPEAT button

RANDOM button

Skipping Tracks

» To skip to the previous or next track with this unit, turn the jog dial. With the remote control, tap t
»»| Or <4<¢ button once.

| Remote control |

@R\ e

\
oy
“
'

To skip to the start To skip to the start of To skip to the start To skip to the start of
of the current or the next track. of the currentor  the next track
previous track previous track

Il Direct play cannot be initiated by pressing ti@ ) button alone: this button must be used with one
of the number buttons®@~@ ). Neither can direct play be initiated when “MIX PROGRAM1-3" or
“RANDOM” appears on the display. In this case, clear the display first.

Repeat Play (using the remote control)

e The repeat play mode can be selected by pressing the REPEAT button on the remote control when the
function is set to “MD.” Each time, the button is pressed, a different display appears in the display
window as shown below.

REPEAT REPEAT ALL : Repeat play of all the
'\ tracks on the MD.
Repeat play mode Displayed
is reIeasedL
REPEAT 1 : Repeat play of 1 track

Play is repeated in the selected mode whemthgutton (or the»/11 button on the main unit) is pressed.

Random Play

e The random play mode can be selected by pressing the RANDOM button on the remote control or the
PLAY MODE button on the main unit when the function is set to “MD.”

PLAY MODE r P1 NO PROGRAM
2 2
. P2 NO PROGRAM :
Normal display f MIX program play mode
(play mode is
released) P3 NO PROGRAM
* Press this button L A
in the stop mode. MD RANDOM : Random play mode

| Remote control

RANDOM
. MD RANDOM
Normal dISpIay. (Press the NORMAL button to
(random mode is released) return to the normal mode.)

« Press this button
in the stop mode.

Random play is started by pressing ##@ button (or the> button on the remote control).

¢ To release the random play mode
Press the PLAY MODE button in the stop mode.
“RANDOM” is cleared from the display window, and the random play mode is released.
The NORMAL button on the remote control can also be used to release this mode.
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MIX PROGRAM Play oo imencat order.

Il Up to 16 tracks can be programmed in programs 1, 2 and 3. Any tracks on the MD, CD1, CD2 and CD3 can be selected.

1 7 2 4 1. 5 -1

| —_—

Jve X201 MD-CD COMBINATION DECK

:mhﬁ

230 f_lﬁ| udmu 228 I N |

| NN - |

PLAY MODE

* Press this if the stop mode
has been established.

24

3 Press the SET button.

1 Insert the MD and CDs whose tracks are to be programmed.
e Tracks on an MD or CD which has not been inserted cannot be played even when they have been
programmed. Operation will simply move on to the next program.

2 Select the program mode. (1 - 3)

MIX PROGRAM 1: Program 1

4
Normal display MIX PROGRAM 2: Program 2 Program mode

(program mode
released) L MIX PROGRAM 3: Program 3
RANDOM

*  “NO PROGRAM" appears when no programming has been performed.

Programmed
sequence Program source

SET
Program number l l Track number
@ > nicui o f

-
(ROWNISW 6 3 0m

Example: Program 1

4 Select and enter the program source.

L) =

<« MD <> CD1 « CD2 +* CD3 « (back to the beginning)
* The source can be selected in the reverse direction by turning the jog dial counterclockwise.
* When the SET button is pressed, the programming sequence and track number flash.

5 Select and enter one of the tracks.

SET

L) =

(» Select the track. @ Enter the selection.
e When track 2 on the MD is selected for program 1: * When the selection is entered:
Flashing Program 2 flashes.

L
D AONNIEW 6 3 0B



6 Repeat steps 4 and 5 (this procedure can be repeated for up to 16
tracks).
e The tracks on the MD alone or only the tracks on the CDs can be programmed also.

7 Press the »/11 button to start MIX PROGRAM play.
e The numbers of the tracks which have been played are cleared from the music calendar, and
are displayed when play is completed.

Il Operation stops automatically when all the programmed tracks have been played.
The same operating procedure is followed for programs 2 and 3.

B To cancel the programming
Press the CANCEL button. The last program setting is canceled. Press the CANCEL button repeat-
edly to cancel all the program settings.
I To check the programming
To check what has been programmed while the tracks are being programmed, @essoihe
button, and use the jog dial to check.

Playing MIX PROGRAMSs using the remote control

2 1 Insert the MD and CDs whose tracks are to be programmed into
the main unit.

ﬂ 2 Select the program mode.
pover (@) Example: Program 1

— MIXPROGRAM —

®

Open the remote control’s cover. * P1 NO PROGRAM" is displayed.

3 Press the SET button.
‘ e “P1S01 MD 1”is displayed.

SET

| S S
oo o 4 Select and enter the program source.
©|o o » Select one of the sources.
oo o — MD — CD1 — CD2 — CD3 — (back to the beginning)
o|o © ginning
ole o <l > pl
© »
0]
® , .
(D This can select the source (@ Then press this button.
© in the reverse direction.
© * When the SET button is pressed, the programming sequence and track number flash.
| e—— |
4 -1« 5 1
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5 Select and enter the track.

</laa />

O O @
(D Select the track. (2 Enter the selection.

6 Repeat steps 4 and 5 (this procedure can be repeated for up to
16 tracks).
e The tracks on the MD alone or only the tracks on the CDs can be programmed also.

> 7 Press the » button to start MIX PROGRAM play.

Il Operation stops automatically when all the programmed tracks have been played. The same operating
procedure is followed for programs 2 and 3.

* To return the program mode to the normal status in the stop mode

Remote control

PLAY MODE NORMAL
» Repeatedly press this until the play time e The play time display appears when
appears in the display window. this button is pressed.

Read through this section

RECOrdi“g Onto MDS before recording.

Types of recording
The following 5 types of recording are possible w